
ENGLISH 

 
 

INSTALLATION 

To prevent malfunction and/or damage to speaker or other devices, always turn down the 
volume, and turn off the power on all devices before making any connections. 
 

(A) Connecting the speakers to the Subwoofer 

For the five sets of wires included: use the color-coded RCA plug to connect to the 

corresponding RCA jack on the back of the subwoofer and speakers as explained below. 

1. Connect the FR speaker to the FR RCA jack of the subwoofer. 

2. Connect the FL speaker to the FL RCA jack of the subwoofer. 

3. Connect the SR speaker to the SR RCA jack of the subwoofer. 

4. Connect the SL speaker to the SL RCA jack of the subwoofer. 

5. Connect the CEN speaker to the CEN RCA jack of the subwoofer. 

 

(B) Connecting the Subwoofer to external Audio Sources 
For 5.1CH PC sound card with 3 x 3.5mm jack: Insert the 3.5mm-to-3.5mm cable by colors 
(green, orange, black) to the 5.1CH input jack of the subwoofer and then connect them to the 
PC sound card using the 5.1 channel rule.  
For TV/DVD/VCD/Home Audio/Game console with 2 RCA jacks 
Insert the 3.5mm stereo plug into the 3.5mm “AUX” socket on the back of subwoofer and then 
connect the red/white RCA plug to the two RCA sockets of TV/DVD/VCD/Home Audio/Game 
consoles. 
For PC/MP3/CD or other stereo devices with a 3.5mm jack: 
Insert the 3.5mm plug into the “LINE-IN” jack on the subwoofer panel and insert the 3.5mm plug 
to audio devices that use a standard 3.5mm socket, such as desktops, notebooks, CD players, 
MP3 player etc. 
 
 
After you finish A and B above, you can turn on the “Power Switch” on the back of subwoofer 
and then select the AUX or 5.1CH input source. 
 

� Front Panel Control Function 
1. STANDBY: Turns power on/off to the speaker system 
2. INPUT: Select different input source from 5.1CH/AUX 
3. VOL+/-: Adjust all speaker volume 
4. BASS+/-: Adjust bass intensity 
5. HEADPHONE: Accepts a 3.5mm stereo mini-plug from a headphone 
6. LINE-IN: Accepts a 3.5mm stereo mini-plug from MP3 or other stereo devices 

 
� Remote Control Function 
1. STANDBY: Turns power on/off to the speaker system 
2. INPUT: Select different input source from 5.1CH/AUX 
3. VOL+/-: Adjust all speaker volume 
4. BASS+/-: Adjust bass intensity 
5. MUTE: Turns sound off temporarily 

 
� Warning 
1. Do not connect the power plug into an AC outlet until all connections are made. 
2. Please remove AC power cord if you do not use this device for a long time. 
3. Do not expose the speakers to any dripping or splashing and make sure no object 

filled with liquids, such as vases, etc., are placed on them. 
 


